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__SETTING UP THE SNAP-ON LEVEL 5 4 LOCK

Basic / Standalone Setup

- Snapaor.

L5PROXG34
Access Panel
(Keypad/Prox shown)
L5WHACG3
Access Panel
Cable

L5LMG3
Lock Module

L5BPG3
Battery Module

" L5WHBTG3
- Battery Cable

Note: part numbers on
this page are Snap-on
part numbers.
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‘i TTING UP THE SNAP-ON El H EN4 LOCK continued

Main Slave /Aux Slave Setup

L5PROXG34
Note: part numbers on Access Panel
this page are Snap-on (Keypad/Prox shown)
part numbers.
. L5BPG3

Battery Module

L5WHACG3
Access Panel
Cable

\_—/

L5LMG3 \
Lock Module

L5WHBTG3
Battery Cable

AN

L5SWHSUG3
Slave cable LSWHSUG3
Slave cable CompX elLatch

or 12V strike
(not included)

Srrap e

Setiings (switches from left o right):

Main Slave L5WHSUG3 Auxiliary Slave Module
L5SUG3 Slave cable L5SUAUXG3
Includes Cable Includes cable
L5WHSUG3 L5WHSUG3
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‘i TTING UP THE SNAP-ON Vi 5 4 LOCK continued

Ethernet Setup

L5PROXG34
Access Panel
« /P N L5BPG3
(Keypady Prox shown) Battery Module
’_\
L5WHACG3
Access Panel
Cable
™

L5LMG3
Lock Module

L5WHBTG3
Battery Cable

To
Ethernet Port
(not included)

L5ETHERG3
Ethernet Module
Includes Interconnect Cable

¢ Note: part numbers on
00000O0OCGO this page are Snap-on

part numbers.
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‘i TTING UP THE SNAP-ON Vi 5 4 LOCK continued

Wi-Fi Setup

L5PROXG34

Access Panel
K 4P N L5BPG3
(Keypady/Prox shown) Battery Module
’_\
L5WHACG3
Access Panel
Cable
|

L5LMG3
Lock Module

L5WHBTG3
Battery Cable

L580211G
Wi-Fi Module
(includes interconnect cable)

To Wireless
Network
(not included)

o
Note: part numbers on
000000 OCGSO this page are Snap-on

part numbers.



4)
5)

Level 5 Keyless Entry Operators Manual - Manual Programming of the Snap-on Level 5 Gen4 Lock

TTING UP THE SNAP-ON LEVEL 5 GEN4 LOCK

Getting Started

Manual mode (NOT using LockView)

Each lock is shipped pre-programmed with a default PIN
(Personal Identification Number) 2 8 0 1.

In order to ensure the security of the tool box, 2 8 0 1
should be removed AND replaced by following the below
steps.

Press “MENU” button located on navigation wheel.

Screen displays “LOGIN PLEASE”

]

I ACIN 0l
ELUUHIPLEHSE
Key in 2 8 0 1 followed by “ENTER”
“NEW USER” is displayed.

W USER
Press “ENTER”
Screen displays “Key or Swipe ID to Create or Up-Down to
pick slot” Go to step #6 if using a card (HID Prox or HID
iCLASS) credential.

Key in new 4 to 14 digit PIN followed by “ENTER”
Repeat keyed PIN when “AGAIN” appears and Press “ENTER”

:AGAIN

“LEVEL 1-9:1”is displayed. Go to step #7.

sl EVEL -G |

Present new card. “LEVEL 1-9:1” is displayed.

Al EEL -G

followed by “ENTER” “NAME” is displayed.

alJAMES

Press 2 - 9 forA - Z; press 1 for-, ., + or _; press O for
“space”; press and hold 0 - 9 for numbers (the maximum
number of allowed characters is 14). 9. Press “ENTER” when
done. ADDED will be displayed followed by NEW USER.

P ddud

PROG

WU

Press “9”

9)

PROG

HTHI
oUW

USER

Press “BACK/CANCEL" on navigation wheel. “CREDENTIAL” is

displayed.
aCREDENTIAL

10) Press “ENTER. “NEW USER” is displayed.

ﬂl | |
muc W

USER

11) Press “DOWN” on navigation wheel until “ERASE USER” is

displayed

o[ ASE LIGER

and press “ENTER. Screen displays: “Key or Swipe ID to
Create or Up-Down to pick slot”

12) Key in 2 8 0 1 followed by “ENTER” “Press 9 to DELETE Slot

13) Press “9” “ERASED” will be displayed.

1 2801 will be displayed.

aPTESS T |

"FRASET

14) Press “BACK/CANCEL’ to exit programming.
15) Verify that 2 8 0 1 has been successfully removed and new

PIN or card credential has been added.

LockView Mode
Methods to begin building a database of locks in LockView

Manual method

(For both non-networked and networked locks)

In LockView go to Read/Write Lock; Lock Editor tab and
click Add Lock.

Enter the required information: Lock Name; Lock Serial
Number; and Setup Code (supplied on green sticker set).
Verify and/or adjust all other lock parameters and click 0K
(see LockView Keyless Entry Software instruction manual
for full details on these options)
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1)

2)

Level 5 Keyless Entry Operators Manual - Manual Programming of the Snap-on Level 5 Gen4 Lock

Automatic method
Lock must be in “SET UP READY” mode before continuing.

2SETUP REAGY

In order to place a lock into set up ready mode, press and
hold “CLEAR. “SETUPCODE” will be displayed.

A

SETHPFﬂﬂ
| lurLuy
Enter the setup code (supplied on green sticker set) and
press “ENTER”

The following will be displayed: “1-UNLOCK;” “9-CLEAR;”
and “CLR-Exit”

Choosing “1-UNLOCK” will place the lock in “SET UP READY”

2SETUP REAGY

mode. During this time the lock and any existing users in
lock will be added automatically to LockView Keyless Entry
Software. NOTE: The lock will timeout after five minutes of
inactivity. During these five minutes, the lock is considered
to be in “non-secure” mode.

Choosing “9-CLEAR” will permanently erase any users and
audit trail records from the lock. NOTE: “9-CLEAR” will place

:9-CLEAR

the lock in “non-secure” mode indefinitely, which is
displayed as “SET UP READY”

2SETUP REAGY

Non Networked Lock(s)
With the lock in “SET UP READY” mode

SSETUP REAY

Open LockView Keyless Entry Software and physically
connect to lock via the USB cable.

4)

5)

New Lock Detected

& ACCESS
B (LTH A

The lock will automatically be enrolled into the LockView
Keyless Entry Software database.

2SETUP REAJY

]
pat [UPLO ]

The following pop up will be displayed.

]

& new lock, SK 0O000000094339732, has been added to the system,
would you like to supply a name for that lock now?

Yes Mo |

6)

Left Click Yes. (SNXXXX corresponds to the lock’s serial
number.)
The following pop up will be displayed.

New Mame Entry

° HNew Lock Name

[ Leave 'Mew Lock Hame' field blank if you do not wish to define it at this time |

Current Lock Name

|$0000094389762

(o] oo |

Enter desired lock name under New Lock Name.

Left click Save when done.

In LockView, go to Read / Write Lock; Lock Editor tab
Left click to highlight newly added lock

10) Left click Edit Lock to enter and/or modify the remaining

1)

2)

3)

lock parameters

Networked Lock(s)
With the lock in “SET UP READY” mode

2SETUP REAGY

Using a properly configured Ethernet or Wi-Fi system open
LockView Keyless Entry Software. (See Database & Network
Configuration & Install Manual.)

At the lock, press the “NETWORK” button.
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E TTING UP THE SNAP-ON Vi 5GC 4 LOCK continued

4) The lock will automatically be enrolled into the LockView  6) The following pop up will be displayed.

database =
5) In LockView, the following pop up will be displayed. S — i : S
[ Leave 'New Lock Name' field blank if you do not wish to define it at this time |
— * New Lock Name Cumrent Lock Name
& new lock, SM 0000000094389782, has been added to the system, i 5 Cancel
Wiould wou like to supply a name For that lock now? | Ll
Voo Mo | Enter desired lock name under New Lock Name.

7) Left click Save when done.

8) In LockView Keyless Entry Software, go to Read / Write

Left Click Yes. (SNXXXX corresponds to the lock’s serial Lock; Lock Editor tab.

number.) 9) Left click the name given to the lock.

10) Left click Edit Lock to enter and/or modify the remaining
lock parameters, if desired.

10
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ING AT THE ACCESS PANEL

ACCESS PANEL PERMISSIONS BY SUPERVISOR LEVEL

Review Messages
Set Pin

View Users
Adjust Tilt

Beep Volume
OpenTime
Review Messages
Set Pin

New User New User
Erase User Erase User
View User View User
Edit User Edit User
Adjust Tilt Adjust Tilt
Beep Volume Beep Volume
OpenTime OpenTime
Review Messages Set Clock
Set Pin User Log
Access Log
Review Messages
Set Pin
Test Wireless

Firmware 1.076

Creating New Users

Note: Supervisor level of 4 or greater is needed to create
a user.

New user's supervisor level cannot exceed that of the
supervisor's level used to create the new user, i.e. a level
5 supervisor cannot create a level 6 or higher supervisor.

To create new user without specifying slot:
Press “MENU” button located on navigation wheel. “LOGIN
PLEASE” is displayed.

00T PLERSE

Key valid PIN code followed by “ENTER” or present valid
card (HID Prox or iCLASS).
“CREDENTIAL" is displayed. Press “ENTER.” “NEW USER” is

6) Present new card. “LEVEL 1-9:1” is displayed.

oL EWEL 1S

7) Choose supervisor level (1 -9) followed by “ENTER”
8) “NAME ->"is displayed.

alIAMES

Press 2 - 9 forA - Z; press 1 for -, ., + or _; press O for
“space”; press and hold 0 - 9 for numbers (the maximum
number of allowed characters is 14). Press “ENTER” when
done. “ADDED” will be displayed followed by NEW USER.

£med

RG

& __
el CEJEN T

displayed.
[{]1
L

bl

USER

4) Press “ENTER. Screen displays: “Key or Swipe ID to Create
or Up-Down to pick slot”

-- Skip to step #6 if adding a card (HID Prox or HID iCLASS) 1)
credential.

5) Key in new 4 to 14 digit PIN followed by “ENTER. Repeat
keyed PIN when “AGAIN” appears and press “ENTER”

:AGAIN

To create new user in a specific slot:
Press “MENU” button located on navigation wheel. “LOGIN
PLEASE” is displayed.

oL 00N PLERSE

11
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2)

6)

7

8)
9)

12

Level 5 Keyless Entry Operators Manual - Manual Programming of the Snap-on Level 5 Gen4 Lock

Key valid PIN code followed by “ENTER” or present valid
card (HID Prox or iCLASS).
“CREDENTIAL is displayed. Press “ENTER. “NEW USER” is

displayed.
&
[ TN TI0l

?,IIII_FEEJ_IEII | IHL
"ML 11
miuCW U r:_l EI FE
Press “ENTER.” Screen displays: “Key or Swipe ID to Create
or Up-Down to pick slot”
Press “UP” or “DOWN” button. Available slots will be
displayed. Once the desired slot is displayed key new 4 to
14 digit PIN followed by “ENTER”
-- Go to step #7 if adding a card (HID Prox or HID iCLASS)
credential.

Key in new 4 to 14 digit PIN followed by “ENTER. Repeat
keyed PIN when “AGAIN” appears and press “ENTER.

]

-
aH0
Present new card. “LEVEL 1-9:1” is displaye
“ICIIC] | |
] E Iy E LI~ Teka

Choose supervisor level (1 -9) followed by “ENTER.
“NAME ->"is displayed.

AN

Press 2 - 9 forA - Z; press 1 for -, ., + or _; press O for
“space”; press and hold 0 - 9 for numbers (the maximum
number of allowed characters is 14). Press “ENTER” when
done.

“ADDED” will be displayed followed by NEW USER.

2Fddud D14

8 PR

UEW USER

il
1y

o

E

3)

4)

5)

Erasing Users

Note: Supervisor level of 4 or greater is needed to erase a
user.

Supervisor level of user being erased cannot exceed that of
the supervisor's level doing the erasing.

Press “MENU” button located on navigation wheel. Screen
displays “LOGIN PLEASE”

]

I ACiN 0l
ELUUIT PLEHSE
Key valid PIN code followed by “ENTER” or present valid

card (HID Prox or iCLASS).
“CREDENTIAL" will be displayed. Press “NEXT/SELECT”

& __
enl_ e DENTIAL

Press “UP” or “DOWN” button until “ERASE USER” appears
and press “ENTER”

oEI SE USER

Screen displays “Key or Swipe ID to Delete or Up-Down to
Select”

To erase user without identifying slot: key in 4 to 14 digit
PIN followed by “ENTER” OR present card of user that is to
be erased. Screen displays “Press 9 to Delete Slot ...” ;
Press “9” to complete. “ERASED” will be displayed.

FRAGE]

To erase user by specifying slot: press “UP” or “DOWN”
button. Occupied slots will be displayed with each button
press. Continue to arrow “UP” or “DOWN” to the desired slot;
once the desired slot is displayed press “ENTER. Screen
displays “Press 9 to Delete Slot ...” ; Press “9” to complete.
“ERASED” will be displayed.

"FRASET
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1)

2)

3)

Level 5 Keyless Entry Operators Manual - Manual Programming of the Snap-on Level 5 Gen4 Lock

Viewing Users

Note: Supervisor level of 3 or greater is needed to view
user(s).

Using this feature, the following can be done: (1) observe
the user(s) name(s) (if one has been assigned in LockView),
(2) slot number user(s) occupy, supervisor level of user(s)
and (3) logged access date and time of specified user(s).

Press “MENU” button located on navigation wheel. Screen
displays “LOGIN PLEASE”

&

| Arn ol
ALUUITI PLEHSE
Key valid PIN code followed by “ENTER” or present valid

card (HID Prox or iCLASS).
“CREDENTIAL" will be displayed. Press “NEXT/SELECT”

. REDENTIAL

Press “UP” or “DOWN” button until “VIEW USER” appears
and press “ENTER”

& PROG

ot IEL USER

Screen displays “Key or Swipe ID to View or Up-Down to
Select”

To view user without identifying slot: key in 4 to 14 digit
PIN followed by “ENTER” OR present card of user that is
to be viewed. Screen will display the slot number that
user occupies, the user's name (if one has been given in
LockView Keyless Entry Software), the supervisor level (1-9)
of that user, and the user’s last access date and time.

To view user by specifying slot: Press “UP” or “DOWN” button
occupied slots will be displayed with each button press.
Continue to press “UP” or “DOWN” button to the desired
slot; once the desired slot is displayed press “ENTER.” The
screen will display the user's name (if one has been given
in LockView Keyless Entry Software), the supervisor level
(1-9) of that user, and the user’s last access date and time.

Editing Users

Note: Supervisor level of 4 or greater is needed to edit
user(s).

Using this feature, the following can be done: change
user(s) supervisor level, add or change dual credential PIN,
and unlock a locked out user due to incorrect PIN attempts

1)

2)

3)

4)

5)

(note: bad credential lockout must be enabled in LockView).
Note: Supervisor level of 4 or greater is needed to edit
user(s).

Supervisor level of user being edited cannot exceed that of
the supervisor’s level doing the editing.

Press “MENU” button located on navigation wheel. Screen
displays “LOGIN PLEASE”

Guin PLERSE

Key valid PIN code followed by “ENTER” or present valid
card (HID Prox or iCLASS).
CREDENTIAL will be displayed. Press “ENTER.

aCREDENTIAL

Press “UP” or “DOWN” button until “EDIT USER” appears
and press “ENTER”

oE DT USER

Screen displays “Key or Swipe ID to Edit or Up-Down to
Select”

To edit user without identifying slot: key in 4 to 14 digit
PIN followed by “ENTER” OR present card of user that
is to be edited. Screen will display the slot number that
user occupies, the users name (if one has been given in
LockView Keyless Entry Software).

a. Supervisor level (1-9) of the user can be adjusted by
either entering the new supervisor level or pressing the
“UP” or “DOWN” button until desired level is displayed;
press “ENTER”

b. If desired, edit user to add dual credential requiring PIN
-- “PIN: BLANK” will appear only if the user has not

oI BL AN

been set up as a dual credential user. To set user as
dual credential user, press “ENTER”, “NEW” will appear.

allE b

13
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14
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Key in 4 to 14 digit PIN followed by “ENTER. Repeat
keyed PIN when “AGAIN” appears and press “ENTER”
when done.

& -
oHGHI

c. Edit user’s existing dual credential PIN -- “PIN: SET” will
appear if the user has already been set up as a dual
credential user via manual programming or LockView
Keyless Entry Software. To change dual credential PIN,
press “ENTER”, “NEW” will appear.

“nic
BIUC W

Key in new 4 to 14 digit PIN followed by “ENTER.” Repeat
keyed PIN when “AGAIN” appears and press “ENTER”
when done.

& _
oH LA

d. Ifauser’scredential has been locked out, “LOCKEDOUT”
appears.

2 MTLET OUT
ALULMC L WU |

Note: A user’s dual credential (if enabled) can become
locked out only if: 1) bad credential lockout has been
selected in LockView Keyless Entry Software under
Lock Editor tab of Read/Write Lock, and 2) the number
of incorrect attempts of the dual credential user’s 2nd
PIN within the specified time has occurred at the lock.
Press “UP or “DOWN” button to unlock the credential.
“Not LOCKOUT” will appear; press “ENTER”

&
n I NCWNHT
0 LULI'LIUUI

To edit user by specifying slot: press “UP” or “DOWN”
button, occupied slots will be displayed with each button
press. Continue to press “UP” or “DOWN” button to the
desired slot; once the desired slot is displayed press
“ENTER. Screen will display the user's name (if one has
been given in LockView Keyless Entry Software).

Supervisor level (1-9) of the user can be adjusted by
either entering the new supervisor level or pressing the
“UP” or “DOWN” button until desired level is displayed;
press “ENTER.

If desired, edit user to add dual credential requiring PIN
-- “PIN: BLANK” will appear only if the user has not
been set up as a dual credential user in LockView
Keyless Entry Software. To set user as dual credential
user, press “ENTER. “NEW” will appear.

ﬁI'IIE:II
BiuC W

Key in 4 to 14 digit PIN followed by “ENTER. Repeat
keyed PIN when “AGAIN” appears and press “ENTER”
when done.

=AGAN

Edit user’s existing dual credential PIN -- “PIN: SET” will
appear if the user has already been set up as a dual

ﬁPROG u
le‘ EJET

credential user in manual programming or in LockView
Keyless Entry Software. To change dual credential PIN,
press “ENTER.” “NEW” will appear.

Key in new 4 to 14 digit PIN followed by “ENTER.” Repeat
keyed PIN when “AGAIN” appears and press “ENTER”
when done.

sAGAIN

If a user’s credential has been locked out, “LOCKEDOUT”
appears.

&
I N nhur
|I|LUL|'LIEJ_I LJu |

A user’s dual credential (if enabled) can become locked
out only if: 1) bad credential lockout has been selected
in LockView Keyless Entry Software under Lock Editor
tab of Read/Write Lock, and 2) the number of incorrect
attempts of the dual credential user's 2nd PIN within
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the specified time has occurred at the lock. Press “UP”
or “DOWN” button to unlock the credential. “Not
LOCKOUT” will appear; press “ENTER”

»

N | N
IIE||: LUL

E#

Review Messages

Note: Messages can only be created in LockView Keyless
Entry Software.

Press “MENU” button located on navigation wheel. Screen
displays “LOGIN PLEASE”

0uln PLERSE

Key valid PIN code followed by “ENTER” or present valid
card (HID Prox or iCLASS).
CREDENTIAL will be displayed. Press “ENTER.

sCREDENTIAL

Press “UP” or “DOWN” button until “REVIEW MESSAGES”
appears and press “ENTER?

B PROG

ot EIEY

{ PROG

o MESSALES

If the user has messages that have been created in LockView
Keyless Entry Software, they will be displayed.

Set PIN

Note: Any supervisor level (1-9) can manually add or
change a dual credential PIN of an existing credential.
Press “MENU” button located on navigation wheel. Screen
displays “LOGIN PLEASE”

oL 00N PLERCE

Key valid PIN code followed by “ENTER” or present valid
card (HID Prox or iCLASS).

3)

4)

5)

6)

7)

8)

CREDENTIAL will be displayed. Press “ENTER.

& __
enlTEIENTIAL

Press “UP” or “DOWN” button until “SET PIN” appears and
press “ENTER”

& PROG
C JiN|
5T Pl
“NEW” will be displayed
M
B1UC W

Key 4 -14 digit PIN and press “ENTER” OR to erase an
existing PIN that serves as a 2nd credential press “ENTER”
again.

“AGAIN” will be displayed; rekey PIN to confirm and press

=AGAIN

“ENTER.” Or, to erase an existing PIN that serves as a 2nd
credential press “ENTER” again.
“STORED” will be displayed when PIN has been added, OR

E_TI"IFEEJJ

“ERASED” will be displayed when the existing PIN has been

ERASE]
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3)

4)

5)
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Changing Beep Volume

Note: Supervisor level of 3 or greater is needed to change
beep volume. Range is 0 to 9.

“0” equals OFF up to “9” which is the loudest.

Press “MENU” button located on navigation wheel. Screen
displays “LOGIN PLEASE”

ouin PLERSE

Key valid PIN code followed by “ENTER” or present valid
card (HID Prox or iCLASS).

Press “UP” or “DOWN” button until “LOCK OPTS” appears
and press “ENTER”

&
enl LI OP TS

Press “UP or “DOWN” button until “BEEPVOLUME” is
displayed.

oLEEPLDLUME

Press “ENTER.” Screen displays “AudVol O - 9:”

aludidol 0-6

Beep volume can be adjusted by either entering the new
volume (0 - 9) on the keypad or by pressing the “UP” or
“DOWN” button until desired level is displayed.

Press “ENTER” when done.

Changing Open Time

Note: Supervisor level of 3 or greater is needed to change
open time. Minimum open time is 1 minute.

Press “MENU” button located on navigation wheel. Screen
displays “LOGIN PLEASE”

oL 01N PLERSE

Key valid PIN code followed by “ENTER” or present valid
card (HID Prox or iCLASS).
Press “UP” or “DOWN” button until “LOCK OPTS” appears

and press “ENTER”
0P 1§

o N
B UL

4)

Press “UP or “DOWN” button until “OPEN TIME” is displayed.

PROG

et I:j E

Open time can be adjusted by either pressing the “UP” or
“DOWN” button until the desired open time is displayed and
pressing “ENTER” or using the keypad to enter the desired
time and pressing “ENTER” twice to confirm.

Changing Tilt Sensitivity

Note: Supervisor level of 3 or greater is needed to change
tilt sensitivity. Range is 0 to 8.

The lock can be set to alarm if the toolbox is moved (see
Activating Alarm). Using this feature, the sensitivity of the tilt
sensor can be adjusted according to user preference.

“0” equals OFF and “8” is most sensitive.

Press “MENU” button located on navigation wheel. Screen
displays “LOGIN PLEASE”

Il PLERSE

Key valid PIN code followed by “ENTER” or present valid
card (HID Prox or iCLASS).
Press “UP” or “DOWN” button until “LOCK OPTS” appears

and press “ENTER”
0P 7§

Press “UP or “DOWN” button until “ADJUSTTILT” is displayed.

H

| M
A I

"0
e LUU

T THT
| 1 ILI

Screen displays “T-SENS 0 - 8:”

aT-GENS 0-B

Tilt sensitivity level can be adjusted by either entering the
new sensitivity (0 - 8) on the keypad or pressing the “UP” or
“DOWN” button until desired level is displayed.

Press “ENTER” when done.
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Setting the Clock
Note: Supervisor level 9 is needed to set the clock

Time Zone (North America & GMT times)
Daylight Savings Time (DST)

Year, Month & Day

Hour, Minute & AM/PM

** AUDIT TRAIL ACCURACY IN LOCKVIEW KEYLESS
ENTRY SOFTWARE REQUIRES CORRECT DATE AND
LOCAL TIME. **

Press “MENU” button located on navigation wheel. Screen
displays “LOGIN PLEASE”

&

ol 0ull PLERSE

2)

3)

4)
5)

6)

7

Enter valid PIN code followed by “ENTER” or present valid
card (HID Prox or iCLASS).

Screen displays “CREDENTIAL” Press “DOWN” or “UP”
button until screen displays “SET CLOCK.” Press “ENTER"”

© PROG
gk

SelectTime Zone with “UP”/“DOWN” buttons. Press “ENTER”
Select Daylight Savings Time “ON” or “OFF” with
“UP”/“DOWN” buttons. Press “ENTER.

Type 2 digit year (00-99) month (01-12) & day (01-31).
Press “CLEAR” to go back.

Type hour (01-12), minute (00-60), followed by 1 for AM
or 2 for PM. Press “CLEAR” to go back. Press “ENTER” to
continue.

1 nr
L. LUL
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Test Wi-Fi Network

(for wirelessly networked locks)

The signal strength and signal quality of a wirelessly
networked lock can be observed.

Note: Supervisor level of 9 is needed to test Wi-Fi network

Press “MENU” button located on navigation wheel. Screen
displays “LOGIN PLEASE”

0uin PLERSE

Key valid PIN code followed by “ENTER” or present valid
card (HID Prox or iCLASS).

Press “UP” or “DOWN” button until “TEST WIFI NETWORK”
appears and press “ENTER”

8 PROG

en | EST LIF

“TESTING.....|” will be displayed.

ACCESS

III I ES |1 IEIIIIII

“QLTY.....| | " will then display the relative signal strength &
quality (more bars equals stronger signal and higher

quality).

[n]
>
[a)
@]
m
a
14
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User Log

Note: Supervisor level of 9 is needed to view user log.
User Log provides a means to view all logged entries by user
and/or slot number. Information that will be displayed is 1)
date/time; 2) action (log in or open) w/ slot number; or 3)
user name (if a name was assigned using LockView)

1)

2)

3)

4)
5)

6)

Press “MENU” button located on navigation wheel. Screen
displays “LOGIN PLEASE”

oL 00N PLERCSE

Key valid PIN code followed by “ENTER” or present valid
card (HID Prox or iCLASS).

Press “UP” or “DOWN” button until “VIEW LOG” appears and
press “ENTER.” “USER LOG” is displayed.

sJoER LOG

Press “ENTER”

Screen displays “Key or Swipe ID to View or Up-Down to

Select”

a) To view user log by credential, key PIN code of interest
followed by “ENTER” or present card of interest to view
most recent logged date/time; action (log in or open)
w/ slot number; and user name (if assigned using
LockView software)

OR

b) To view user log by slot number, press “Up” or “Down”
button to view by slot; once slot number of interest is
displayed, press “ENTER” to view most recent logged
date/time; action (log in or open) w/ slot number

To view additional logged entries of the same user, press

“UP” / “DOWN” buttons.

Access Log

Note: Supervisor level of 9 is needed to view access log
Access Log provides a means to view all logged entries for
the lock. Information that will be displayed is 1) date/time;
2) action (log in or open) w/ slot number; or 3) user name
(if a name was assigned using LockView)

All logged entries pertaining to each of the above 3 criteria
can be viewed individually by pressing “ENTER” when the
entry of interest appears.
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1)

2)

3)

4)

5)

6)

1)

2)

Level 5 Keyless Entry Operators Manual - Manual Programming of the Snap-on Level 5 Gen4 Lock

Press “MENU” button located on navigation wheel. Screen
displays “LOGIN PLEASE”

00l PLERSE

Key valid PIN code followed by “ENTER” or present valid
card (HID Prox or iCLASS).

Press “UP” or “DOWN” button until “VIEW LOG” appears and
press “ENTER”

& PROG

ol IEL L OGS

Press “UP” or “DOWN” button until “ACCESS LOG” appears
and press “ENTER”

& PROG G
sHLLEYS LUG

Screen displays and scrolls the most recent logged date/
time; action (log in or open) w/ slot number; and user
name (if assigned using LockView Keyless Entry Software)

To view specific logged entry criteria, press “Enter” button
when the criteria of interest is displayed.

Press “UP” / “DOWN” button to scroll through the specific
logged entries.

Visual Inventory Status
Visual inventory status of the tool box contents can be
recorded at the lock. There are two categories:

“LOG INV OK” confirms all tools are in the box.

a7 M
uv LJ|'LI

“LOG PROBLEM” confirms there is an issue that needs to be
documented.

& PROG

| AF.
aLuu

“oL0GPTOBLEM

Furthermore, a numeric code (14 maximum) can be created
and entered for either of these status categories, which can
then be cross referenced with a company-created chart or
list that may include such inventory items as tools, drawers,
fixtures, etc.

1)
2)
3)

4)

6)

For example, when the second shift mechanic takes control
of the tool box shared with the first shift mechanic, entering
a code of 020399 could mean that a 5/8" open end
wrench that normally resides in drawer 02; (020399) foam
location 03; (020399) is missing 99; (020399).

The inventory status and code will be stored in, and become
a part of the audit trail in LockView Keyless Entry Software.

Note: Lock must be locked before continuing.
Key valid PIN or present valid card

Press and HOLD “BACK/CANCEL’ on navigation wheel
“LOG: INV OK” will be displayed

/|_'||_LI

Press “UP” or “DOWN” button to toggle between “LOG: INV
OK” and “LOG: PROBLEM”

o9 PROG

| Nr
LUl

&

PROG

| A.
aLUu

1A M
Hyuv LJ|'L|

& PROG
ol 00 P1OBLEN

Enter a numeric code between 1 and 14 characters long;
OR press “ENTER” if a code is not needed.

After one or more digits have been entered, pressing the
“UP” button will enter a dash ( - ) and/or pressing the
“DOWN” button will enter a period ( .)

Each dash and/or period counts toward the 14 available

spaces.
Press “ENTER” button when finished entering code.
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N4 LOCK continued

1 L 1 i |=!I xl

Lock Mome Ukser Mame Type of Access |Stelus Date of Entry | Time of Enkry | =
TRz NjA Wi Latch closed ORf26/08 | 9:20:43 &M

orE2 WIS PLISHELITTON bhecess grankad- 15t PLW. O 2605 Q:20:47 AM

TRz NjA hiA Latch desed OBZE/05  |9:20:37 AM

orE2 TWOS PLISHBUTTON bhecess grankad- 15t PLW. O 2605 Q:20:37 &AM

orE2 4752 PLISHBUTTON Irventory socepkable O 2605 Q:20:29 AM

orE2 4752 PLISHBUTTON bhecess grankad- 15t PLW. O 2605 Q:20:23 AM

TRz Nj& hiA Latch desed OBZE05  |9:20:20 AM

o7EZ 1970 PLISHBLUTTON Irventory sccaptable OET2E 05 2:20:07 &AM

o7EZ 1970 PLISHBLUTTON bhecess grankad- 1=t PLM. OET2E05 Q:20:02 AM

TRz NjA hiA Latch desed OB26/09  |9:19:56 AM

o7EZ THREES PLISHBLUTTON hecess grankad- 1=t PLM. OET2E0S :19:53 AM

o7EZ Liser Mok Found PLISHBUTTON bhecess Deniad- Ma rights. OET2E05 Q:19:46 AM

aTEz NjA m Latch dosed OBj26/05  |9:19:05 AM

orE2 5000 PLISHBUTTON Access g'drl‘.cd- 1sk PIMN. OEI260% 2:19:01 &AM

aTE2 NjA m Latch dosed OBJ26/05 | 9:16:57 AM

orE2 S000 PLIEHBUTTON Access g'drl‘.cd- 1sk PIMN. OEI260% 216:56 AM

orE2 TWOS PLISHBUTTON Access g'drl‘.cd- 1=k PIMN. OEI260% 2:16:46 &AM

aTEz NjA M Latch dosed OBj26/09 | 9:16:36 AM

e 4752 PLSHBUTTON Access g'-:lrl‘.cd- 1=k PIN. OEIZ605 91634 &AM

aTEz NjA hiA Latch dosed OBJ26/09 | 9:16:26 AM

e 1970 PLSHBUTTON Irvenbory missing Rems: 020393 OEI26/05 :16:21 &AM

e 1970 PLSHBUTTON Access g'-:lrl‘.cd- 1=k PIN. OEI26/05 1610 AM

TRz Nji M Latch dosed 08j26[05 _ |2:17:53AM | |

Close I EI gl IHIter By j Iu:aemame ﬂ ml j EI
L Ernanime

| IEEE‘MEEE |

8| e |

Access Panel Display
Information about the lock can be obtained by pressing the

3) Card reader type (Prox, No reader) (Note: HID Prox and
iCLASS both show “Prox.”)

&
1) Lock Date/time | I::I D ><
B 4) Lock serial numb
13100902 b e
2) Remaining battery charge. E:l PLI El Ll 3 H EI -I H 5

“DOWN” button when the unit is in the locked state

5) Control module firmware version

&

TT I
E:I |::| I 5 El I
If unit is under AC power, fast charge “FAST-CHG” or slow
charge “SLOW-CHG” is displayed.

&

ar- Uk H108
a < 6) Access panel firmware version
ea-H5 T -LHG :

I _ 410N
LEEI' Uy |

] G
sa0 UlW-UHDG
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USING THE SNAP-ON V 5GC 4 LOCK continued

Opening/Closing the Toolbox lock Activating Tilt Alarm
1) Enter valid PIN code followed by “ENTER” or present valid 1) To activate the tilt alarm, the unit must be locked and tilt
card (HID Prox or iCLASS). sensitivity must be at least 1.
2) Toolbox lock will open, Lock icon changes to open and red  2) Press and hold the “LOCK” button
“OPEN” LED will flash. 3) “ARMED” will be displayed and the bell icon will turn on
3) Toolbox lock will automatically lock after open time as set
in LockView has elapsed. Press “LOCK” button to lock the & mc T a
toolbox manually. H| |:| IZIEI 11 E 1

4) To deactivate the alarm present a valid PIN or card.

21
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